
DUB184
18V Li-ion (LXT) Cordless Blower

POWERFUL  &
LIGHT WEIGHT

Max. Air Volume

m3/min
13.0

m/s

Max. Air Velocity

52.1
[with BL1860] kg

Lightweight

3.0

Continuous Runtime  (w/ BL1860B)

when the same blowing force as Dial 1 of DUB362

12 - 50  min



Ergonomic housing
design

Easy-to-hold with both hands

Variable speed control by trigger,
with Cruise control lever
Cruise control lever allows you to lock
the variable speed control trigger
at a desired power level

Various accessories can be attached
Optional Adapter pipe provides compatibility
with the accessories

High power
Brushless Motor

Shoulder belt
can be attached Hole on the bottom

of housing
for hanging the machine

on a wall-mounted
hook for storage

Flat Nozzle
Adapter
Pipe

Part No.
191B21-6

Extension Nozzle

Cruise control and Variable switch

Switch trigger

Control lever High

Low

Lockable speed lever
By locking this lever, 
you can blow without
holding the trigger

Variable speed trigger
Besides, you can adjust air
power as you want by
holding the variable trigger

For use in outdoor applications

or harsh environments,

protection from dust and

dripping water is enhanced

Part No. 197889-6

Part No. 197888-8

Specification 
Max Air Volume
Max Air Velocity

No Load Speed (RPM)
Continuous Use (min.)

Sound Pressure Level
Sound Power Level

Vibration Level
Dimensions(L x W x H)

Net weight

13.0 m³/min
52.1 m/s
0 - 18,000
12- 50* mins (w/ BL1860B) 
(*when the same blowing force as Dial 1 of DUB362)
86.6 dB(A)
93.5 dB(A)
2.5 m/s² or less
825x160x285 mm
3.0 kg

DUB184Z 0 NO0w/o battery &
charger

DUB184RT 1 NO1
w/ 1pc 5.0Ah
battery &
1pc charger

AMPERE VARIANTS BATTERIES CHARGER MAKPAC CARRY CASE

Available Variants

Standard Equipments: Shoulder Belt, Hex Wrench.

Constant speedVariable Speed

MAKITA TOOLS EDITION # 463


