
DUS108 (10L) / DUS158 (15L)

Powered by 18V LXT Li-ion Battery
Cordless Garden Sprayer

Max. Permissible Pressure

0.5 MPa

DUS108 (10L) DUS158 (15L)

FOR USE WITH
PESTICIDES, INSECTICIDES, HERBICIDES, FUNGICIDES AND FERTILIZERS



SPECIFICATIONS DUS108 DUS158 Variants

Standard Equipment: 
Upright Double-Headed Nozzle, Wide-Angle Herbicide Nozzle, Shoulder Harness, Holder, Measure Cup.

Max Pressure

Chemical tank

Hose Length

Continuous run time (min.)

Spraying capacity (L)

Dimensions (L x W x H)

Net weight

0.5 Mpa

10 L

1.7 m

335 (with BL1850B, Double Outlet Nozzle)

460 (with BL1850B, Herbicide Nozzle)

300 (with BL1850B, Double Outlet Nozzle)

780 (with BL1850B, Herbicide Nozzle)

317 x 237 x 437 mm

5.22 kg (without battery)

0.5 Mpa

15 L

1.7 m

335 (with BL1850B, Double Outlet Nozzle)

460 (with BL1850B, Herbicide Nozzle)

300 (with BL1850B, Double Outlet Nozzle)

780 (with BL1850B, Herbicide Nozzle)

317 x 237 x 517 mm

5.52 kg (without battery)

Fatigue Reducing Harness

The shoulder belt of harness is

designed to ergonomically curve along

user's shoulder, chest and side waist,

comfortably fitting user's body to

reduce fatigue during operation

features channels for good natural

ventilation to minimize sweating

Well-ventilated Back Pad

Paddle switch interlocking
with motor
• located under the grip of spray wand,

  allowing for easy on/off control of

  spraying

• equipped with lock-on button for

  continuous spraying

1.7m Hose
• allows for operation with the sprayer

  on the ground

• does not rub the ground when the

  sprayer hangs from the shoulder

Easy Battery Removal

The battery can be ejected by spring

simply by pushing the hook of the

battery

3-LED Battery Fuel Gauge

Main Power
Switch

3 Green
LED Lights

IP54-rated dust and

shower-proof construction

Double Outlet Nozzle Herbicide Nozzle

335 min /

300 L

460 min /

780 L

Continuous run time / Spraying capacity
on a full battery charge Single outlet (with BL1850B)

I-shaped
double head
nozzle 

Herbizide
nozzle 

or

Max Permissible Pressure: 0.5 MPa

DUS108 Z
Without Battery, Charger and Carry Case

DUS158 Z
Without Battery, Charger and Carry Case

MAKITA TOOLS EDITION # 602
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NOZZLES and OTHER ACCESSORIES

Shoulder Harness
Part No. PR00000319

Twin Head Mist
Nozzle Assembly
Part No. PR00000255

Single Nozzle
Assembly
Part No. PR00000251

Spray Wand
Assembly
Part No. PR00000260


