
Model No.VR001G CORDLESS CONCRETE VIBRATOR



Model No.VR001G CORDLESS CONCRETE VIBRATOR

Item 
No. Parts No. Description

Interc
hang
eabilit
y

Q'ty New/
Old Note1 Note/∕

001 2910065- RETAINING RING S52 1

00/∕ -/∕/∕21056 R4BBER RING /∕

00U U1U-U-51 3OSE 3OLDER 1

006 /∕100615H BALL BEARING 902LLB /∕

009 /∕7606U5/∕ BEARING RETAINER 125/∕9 1

00H 1-18H956 SPINDLE COMPLETE 1

007 -/∕-7UU5U SPACER 1

002 /∕990-650 TAPPING SCREK -W/∕0 11

010 767L-759 VR001G NAME PLATE 1

011 17UV7-59 3O4SING SET 1

C10 7006T657 WGT LOGO LABEL 1

C/∕0 /∕9U0065U R4BBER PIN 9 /∕

D10 INC. U0

01/∕ /∕6/∕1HU5H SQ4ARE N4T /∕

01U -677/∕/∕59 LOC8 LEVER 1

01- 1-18795/∕ SKITC3 CIRC4IT COMPLETE 1

C10 7066V05H SKITC3 LABEL 1

016 -/∕/∕29957 SKITC3 COVER 1

019 961-2U50 SKITC3 CUXK5-CM51L 1

01H -6771256 LOC8 ON B4TTON COVER 1

017 1U992/∕50 ROTOR ASS'J 1

D10 INC. 12

012 /∕100U25H BALL BEARING 926DDK 1

0/∕0 9/∕2B/∕151 STATOR 1

0/∕1 /∕99-2052 TAPPING SCREK PT /∕W9 U

0/∕/∕ 9/∕036/∕52 CONTROLLER 1

C10 97719U57 LINE YILTER 1

C/∕0 97719-59 LINE YILTER /∕

0/∕U 96/∕09259 YLAT 3EAD SCREK MUW9 U

0/∕- 9U/∕P9659 TERMINAL 4NIT 1

0/∕6 767L615H VR001G SERIAL NO. LABEL 1

0/∕9 1U9H0-52 BATTERJ CASE S ASS'J 1 F

C10 719B6/∕51 CA4TION LABEL 1 F

C/∕0 7101295H CA4TION LABEL 1 F

0/∕951 1U92015H BATTERJ CASE L ASS'J * 1

C10 719B6/∕51 CA4TION LABEL 1

C/∕0 7101295H CA4TION LABEL 1

0/∕H 2111/∕757 P.3.SCREK M-W19 KIT3 KR /∕

0U0 17UV7-59 3O4SING SET 1

C10 7006T657 WGT LOGO LABEL 1

C/∕0 /∕9U0065U R4BBER PIN 9 /∕

D10 INC. 11

A01 H71/∕1U52 KRENC3 7 1

Y01 1210C/∕52 YLEWIBLE S3AYT U/∕5/∕.- SET 1

C10 3A00000U02 S3AYT </∕.0M( 1

Y0/∕ 1210C-56 YLEWIBLE S3AYT U75/∕.- SET 1

C10 3A00000U02 S3AYT </∕.0M( 1



Y0U 1210E156 YLEWIBLE S3AYT U/∕51./∕ SET 1

C10 3A00000U0H S3AYT <1.0M( 1

Y0- 1210E/∕5U YLEWIBLE S3AYT U/∕51.H SET 1

C10 3A00000U07 S3AYT <1.6M( 1

Y06 1210EU51 YLEWIBLE S3AYT U751./∕ SET 1

C10 3A00000U0H S3AYT <1.0M( 1

Y09 1210X150 BATTERJ CASE L SET 1

Y0H 1210X-5- BATTERJ CASE 3 SET 1

Please state Parts No. when yo)r order. Print Date /∕9/10//∕0/∕U


