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18V G-Series Li-ion Cordless Driver Drill

DF488D002
Product Description

• G Series • 18V • 13 mm
Cordless Driver Drill
All metal gear construction ensures high transmission durability

Product Specifications

Vibration Level (3 axes), Drilling ≤ 2,5 m/s²
Torque setting 16
Battery Chemistry (Ni-Cd / Ni-MH / Li-ion) Li-ion
Max. Drilling Diameter in Steel 13 mm
Max. Drilling Diameter in Wood 36 mm
Battery Voltage 18 V
G-series 1
Sound Pressure Level 70 dB(A)
Product Dimensions (L x W x H): 221 x 83 x 240 mm
Max. fastening torque Hard/Soft 42 / 24 Nm
Noise Uncertainty (K Factor) 3 dB(A)
Vibration Uncertainty (K Factor) 1,5 m/s²
Driving Shank 1/2"-20UNF "
Drill Chuck Capacity 1,5-13 mm
Tool Category Screwing and Drilling
No load speed 0 - 400 / 0 - 1400 min⁻¹

Standard Equipment

 1Pc DC18WB Economy Charger
 2pcs of BL1815G (1.5Ah) Battery
 Carry Case

More info

https://makita.ae/product/18v-g-series-li-ion-cordless-driver-drill-df488d/


