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Battery Powered Blower 36V

UB001CZ
Product Description

36V • 20 N • 17.6 m3/min • 70m/sec
Provides longer runtime to get through the largest jobs
achieved by connecting directly through power pack units
Powered by 36V high power drive system using the Makita Portable
Power Pack PDC1200

Product Features

 Variable speed control by trigger, with cruise control lever that allows to lock trigger at desired power level
 Brushless maintenance-free and long-life motor
 3-stage telescopic nozzle with an adjustment range of 100 mm
 Powerful blowing force (Max 20N)
 36V high power drive system using the Makita portable power pack; Up to four batteries can be carried on

user's back, enabling long continuous operation while providing more lightweight tool body
 Less user fatigue due to the battery weight transferred from the tool body to the portable power pack on

user's back
 Low noise level
 High water-resistance (Wet Guard/ IPX4 compatible)
 Run time up to 90 min by using backpack powerpack
 Zero emissions and reduced maintenance; no need for gas or oil

Barcode

88381728560

Product Specifications

Tool weight with battery (EPTA) 2,6 - 2,9 kg
Continuous Use PDC1200 90 / 60 min
Battery Voltage 36 V
Brushless Motor YES
Sound Pressure Level 83,4 dB(A)
Vibration Uncertainty (K Factor) 1,5 m/s²
Product Dimensions (L x W x H): 960 - 1060 x 295 x 180 mm
Product net weight (new) 2,5 kg
System Plugin 36V
Sound Power Level (LWA) 91,4 dB(A)
Max. Air Velocity 70 m/s
Vibration Level (3 axes) ≤ 2,5 m/s²
Voltage LXT 1
Noise Uncertainty (K Factor) 2,5 dB(A)
Tool Category Dust Management
Air volume 0 - 17,6 m³/min



Blowing force 0 - 20,0 N
No load speed 0 - 21000 / 24000 min⁻¹

Standard Equipment

 Sold without Portable Power Source Unit

More info

https://makita.ae/product/battery-powered-blower-36v-ub001cz/


