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Biscuit Jointer LXT

DPJ180Z
Product Description

18V LXT • 100 mm • 6 500 min⁻¹
Biscuit jointer for carpenters and furnishing fitters
A cordless biscuit jointer with a 100 mm blade and 20 mm bore for
carpentry applications. A maximum bore depth of 20 mm. The tool
is suitable for making biscuit joints in sheets and other wooden
structures. Tool only, battery and charger not included.

Product Features

 Battery protection system automatically shuts off power when the battery level is low

Barcode

88381673136

Product Specifications

Bore Size (Arbor Diameter) 22 mm
Kerf dimension 4 mm
Tool weight with battery (EPTA) 2,8 - 3,1 kg
Battery Voltage 18 V
Sound Pressure Level 74 dB(A)
Product Dimensions (L x W x H): 351 x 139 x 149 mm
Vibration Level (3 axes) ≤ 2,5 m/s²
Voltage LXT 1
System LXT 18V/36V
Product net weight (new) 2,4 kg
Vibration Uncertainty (K Factor) 1,5 m/s²
Noise Uncertainty (K Factor) 3 dB(A)
Max. Plunge Depth 20 mm
Vacuum cleaner connection Ø in / out 25/31 mm
Tool Category Milling and Planing
Blade Diameter 100 mm
No load speed 6500 min⁻¹

Standard Equipment

 Sold without Battery or Charger

More info

https://makita.ae/product/biscuit-jointer-lxt-dpj180z/


