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Demolition Hammer

HM1307C
Product Description

1 510 W • 30 mm • 33,8 J
Powerful demolition hammer for heavy operations
Powerful demolition hammer for heavy operations. Powered by
1510 W motor and generating 33,8 J of power, the machine fits well
for heavy material removal. The stroke rate is adjustable between
730 and 1450 min-1.

Product Features

 Soft start for smooth start-ups
 Variable speed control dial enables user to match the speed to the application
 Double insulated
 Constant speed control automatically applies additional power to the motor to maintain speed under load

to complete the most challenging jobs

Barcode

88381604642

Product Specifications

Hex shank 30 mm
Sound Pressure Level 81 dB(A)
Power Supply Cord 5,0 m
Impact Energy 25,5 J
Continuous Input Power 1510 W
Vibration Uncertainty (K Factor) 2 m/s²
Product Dimensions (L x W x H): 715 x 129 x 266 mm
Sound Power Level (LWA) 101 dB(A)
Impacts per Minute (IPM) 730 - 1450 min⁻¹
Vibration Level (3 axes) 12,5 m/s²
Product net weight (new) 15,3 kg
Weight Without Cable (EPTA) 15,3 kg
Noise Uncertainty (K Factor) 3 dB(A)
Tool Category Hammer Drilling and Chiseling

More info

https://makita.ae/product/demolition-hammer-hm1307c/


