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Drill

DS4011
Product Description

750 W • 600 min⁻¹
Robust drill for mixing and drilling
Powerful 750 W motor for improved mixing and drilling
performance. Turning handle design to protect the operator’s wrist
if the blade gets stuck. A variable speed dial for adjusting the flow
rate and direction. Suitable for large drill bits and for mixing.

Product Features

 Powerful 750 W motor for improved mixing and drilling performance
 Lightweight for reduced operator fatigue
 Rubberized soft grip for more comfort and control
 Double insulated

Barcode

88381611848

Product Specifications

Drilling Capacity Wood (Self-feed bit) 127 mm
Max. Drilling Diameter in Steel 13 mm
Max. Drilling Diameter in Wood 36 mm
Sound Pressure Level 81 dB(A)
Power Supply Cord 2,5 m
Product Dimensions (L x W x H): 340 x 83 x 401 mm
Max. fastening torque Hard/Soft - / 87 Nm
Continuous Input Power 750 W
Vibration Uncertainty (K Factor) 1,5 m/s²
Vibration Level (3 axes) ≤ 2,5 m/s²
Sound Power Level (LWA) 92 dB(A)
Weight Without Cable (EPTA) 2,8 kg
Noise Uncertainty (K Factor) 3 dB(A)
Tool Category Screwing and Drilling
Drill Chuck Capacity 2,0-13 mm
No load speed 600 min⁻¹
Collar Clamping Diameter 43 mm



More info

https://makita.ae/product/drill-ds4011/


