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Electric Breaker

HM1802
Product Description

2 000 W • 1 – 1/8" • 71,4 J
Demolition hammer with anti-vibration system for heavy-
duty use
2 000 W motor and high impact energy of 71,4 J. High performance
level makes this an ideal tool for large-scale clipping. The impact
rate is 870 min-1. A quick-release blade replacement.

Product Features

 Double insulated
 Vibration absorbing housing helps to reduce vibration
 Soft start for smooth start-ups
 Rubberized soft grip for more comfort and control

Product Specifications

Hex shank 28,6 mm
Sound Pressure Level 96 dB(A)
Power Supply Cord 5,0 m
Impact Energy 71,4 J
Continuous Input Power 2000 W
Vibration Uncertainty (K Factor) 2,0 m/s²
Vibration: Chiselling 15,6 m/s²
Product Dimensions (L x W x H): 843 x 210 x 608 mm
Impacts per Minute (IPM) 870 min⁻¹
Sound Power Level (LWA) 107 dB(A)
Product net weight (new) 29,4 kg
Weight Without Cable (EPTA) 29,3 kg
Noise Uncertainty (K Factor) 2,5 dB(A)
Tool Category Hammer Drilling and Chiseling

More info

https://makita.ae/product/electric-breaker-hm1802/


