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Impact Drill

HP0300
Product Description

320 W • 8 mm • 0 – 1 500 min⁻¹
Compact machine with drilling and impact drilling
Compact 320 W powered impact drill with 8 mm drilling capacity for
concrete. Slim body for easy operation. The machine has a 10 mm
quick release chuck

Product Features

 Drill machine with drill and blow drilling function.
 Reversing.
 Same speed and torque in both directions with reverse gear.
 Carbon brushes can be changed from outside

Barcode

88381885935

Product Specifications

Max. Drilling Diameter in Steel 10 mm
Max. Drilling Diameter in Wood 28 mm
Vibration Level (3 axes), Impact Drilling 12,5 m/s²
Sound Pressure Level 82 dB(A)
Power Supply Cord 2,5 m
Continuous Input Power 320 W
Vibration Uncertainty (K Factor) 1,5 m/s²
Product Dimensions (L x W x H): 235 x 67 x 206 mm
Impacts per Minute (IPM) 0 - 6750 / 0 - 22500 min⁻¹
Vibration Level (3 axes) ≤ 2,5 m/s²
Sound Power Level (LWA) 93 dB(A)
Weight Without Cable (EPTA) 1,3 kg
Noise Uncertainty (K Factor) 3 dB(A)
Max. Drilling Diameter in Concrete 8 mm
Max. Drilling Diameter in Masonry 8 mm
Drill Chuck Capacity 1,0-10 mm
Tool Category Screwing and Drilling
No load speed 0 - 450 / 0 - 1500 min⁻¹



More info

https://makita.ae/product/impact-drill-hp0300/


