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Impact Drill

HP2010N
Product Description

750 W • 20 mm • 0 – 2 300 min⁻¹
Efficient drill with hammer and drive functions and two
power settings
An efficient, 750 W percussion drill with two power settings.
Masonry drilling capacity of 20 mm. With rugged aluminium housing
for gear drive and safety clutch for stopping the motor if the drill bit
gets stuck. 13 mm full-metal quick action drill chuck.

Product Features

 Double insulated
 Lock-on button for continuous operation
 Variable speed
 Depth gauge for increased drilling consistency

Barcode

88381001328

Product Specifications

Plastic Carrying Case 1
Max. Drilling Diameter in Steel 13 mm
Max. Drilling Diameter in Wood 40 mm
Power Supply Cord 2,5 m
Continuous Input Power 750 W
Product Dimensions (L x W x H): 350 x 71 x 187 mm
Impacts per Minute (IPM) 18000 / 46000 min⁻¹
Weight Without Cable (EPTA) 2,9 kg
Max. Drilling Diameter in Concrete 20 mm
Max. Drilling Diameter in Masonry 20 mm
Drill Chuck Capacity 2,0-13 mm
Tool Category Screwing and Drilling
No load speed 0 - 900 / 0 - 2300 min⁻¹

More info

https://makita.ae/product/impact-drill-hp2010n/


