
2026-03-26 09:22:40

Jigsaw

4327
Product Description

450 W • 500 - 3 100 min⁻¹
Lightweight Makita jigsaw with powerful motor.
Ergonomically designed jig saw with powerful motor.
Variable speed control by trigger (500 - 3 100 min-1) enables user
to match the speed to the application for optimal cutting
performance in a variety of materials. Rubberized grip on the
handle for increased comfort and control.

Product Specifications

Vibration Level (3 axes), Cutting Sheet Metal 5,5 m/s²
Max. Cutting Capacity in Steel (90°) 6 mm
Power Supply Cord 2,0 m
Max. Cutting Capacity in Wood (90°) 65 mm
Length of Stroke 18 mm
Product Dimensions (L x W x H): 217 x 77 x 197 mm
Strokes per Minute (SPM) 500 - 3100 min⁻¹
Sound Pressure Level 86 dB(A)
Max. Bevel Range (Left) 45 º
Noise Uncertainty (K Factor) 3 dB(A)
Weight Without Cable (EPTA) 1,9 kg
Vibration Uncertainty (K Factor) 1,5 m/s²
Continuous Input Power 450 W
Max Output Power 420 W
Tool Category Sawing
Sound Power Level (LWA) 97 dB(A)

More info

https://makita.ae/product/jigsaw-4327/


