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Jigsaw CXT

JV103DSA1J
Product Description

12V MAX • 800 – 3 000 min⁻¹
Light brushless jigsaw with tool-less blade change
A compact, brushless saw with three-stage pendulum action and
tool-less blade change. Engine speed can be adjusted between 800
and 3 000 min-1 from a dial. A stroke length of 23 mm and cutting
capacity of 90 mm in wood and 10 mm in steel. 2 x 2.0Ah batteries
and a charger in a Makpac case.

Product Features

 Tilting base for bevel cuts from 0° - 45°
 Brushless maintenance-free and long-life motor
 Compact and lightweight design
 Dust extraction can be connected to the vacuum hose.
 Battery protection system automatically shuts off power when the battery level is low

Product Specifications

Capcity aluminium 20 mm
Tool weight with battery (EPTA) 1,9 - 2,0 kg
Orbital Action 1
Battery Voltage 12 V
Brushless Motor YES
Max. Cutting Capacity in Wood (90°) 90 mm
Sound Pressure Level 85 dB(A)
Max. Bevel Range (Left) 45 º
CXT Battery 1
Max. Cutting Capacity in Steel (90°) 10 mm
Length of Stroke 23 mm
Product Dimensions (L x W x H): 237 x 76 x 206 mm
Strokes per Minute (SPM) 800 - 3000 min⁻¹
Vibration Uncertainty (K Factor) 1,5 m/s²
Product net weight (new) 1,5 kg
System CXT 12Vmax
Vibration Level (3 axes) 8,5 m/s²
Sound Power Level (LWA) 96 dB(A)
Noise Uncertainty (K Factor) 3 dB(A)
Vacuum cleaner connection Ø in / out 23/28 mm
Max Output Power 280 W



Tool Category Sawing

Standard Equipment

 1pc DC10SB Fast Charger
 1pc BL1021B (2.0Ah) CXT Battery
 Makpac Case

More info

https://makita.ae/product/jigsaw-cxt-jv103dsa1j/


