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Jigsaw XGT

JV002GZ
Product Description

40V MAX XGT • 0 - 3 500 minˉ¹
Model JV002G is a cordless jig saw powered by 40Vmax
XGT® Li-Ion battery
The main feature and benefits:

Top handle version

Highly effective for smooth cutting of thick materials

High power, constant speed control

Product Specifications

Capcity aluminium 20 mm
Vibration Level (3 axes), Cutting Sheet Metal 4,2 m/s²
Tool weight with battery (EPTA) 2,7 - 3,0 kg
Battery Voltage 40 V
Brushless Motor YES
Max. Cutting Capacity in Wood (90°) 135 mm
Sound Pressure Level 88 dB(A)
Max. Bevel Range (Left) 45 º
Max. Cutting Capacity in Steel (90°) 10 mm
Vibration Level (3 axes), Cutting Chipboard 6,1 m/s²
Length of Stroke 26 mm
Product Dimensions (L x W x H): 272 x 84 x 329 mm
Strokes per Minute (SPM) 0 - 3500 min⁻¹
Max. Bevel Range (Right) 45 º
Vibration Uncertainty (K Factor) 1,5 m/s²
System XGT 40Vmax/80V max
Sound Power Level (LWA) 96 dB(A)
Noise Uncertainty (K Factor) 3 dB(A)
Max Output Power 800 W
Tool Category Sawing

Standard Equipment

 Sold without Battery or Charger

More info

https://makita.ae/product/jigsaw-xgt-jv002gz/


