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Petrol Chain Saw

EA6100P
Product Description

50 cm³ • 29,6 m/s • 18"
Powerful, high-torque chainsaw for professional use
A powerful, modern chainsaw with low consumption levels for
heavy-duty professional use. Thanks to its stratified air scavenging
engine, the chainsaw has low consumption and emission levels. The
tool has a long 500 mm (20") guide bar and a 3,4 kW engine that
generates a chain speed of 25,6 m/s. Easy start function.

Product Specifications

Chain Bar Length 380 - 600 mm (15 - 24")
Engine Speed at Max. Torque 7000 min⁻¹
Max. Chain Speed (No Load) 25,6 m/s
Chain Pitch MA 0,325 "
Chain Speed at Max. Power 18,6 m/s
Chain Gauge 0,058 "
Primer pump 1
Vibration Level (3 axes) at Rear Handle 4,0 m/s²
Spring-Assisted Start System 1
Sound Pressure Level 105 dB(A)
Chain Oil Tank 0,48 L
Vibration Uncertainty (K Factor) 2,0 m/s²
Product Dimensions (L x W x H): 435 x 243 x 312 mm
Sound Power Level (LWA) 117 dB(A)
Displacement 60,7 cc
Product net weight (new) 6,0 kg
Noise Uncertainty (K Factor) 2,5 dB(A)
Vibration Level (3 axes) at Front Handle 5,0 m/s²
Engine Speed at Max. Power 3,4 kW
Chain Gauge 1,5 mm
Number of Drive Links 64
Tool Category Tree Care and Hedge Care
No load speed 13 800 min⁻¹
Fuel Tank Capacity 0,8 L

More info

https://makita.ae/product/petrol-chain-saw-ea6100p/


