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Portable Band Saw

2107FK
Product Description

710 W • 120 mm • 1 – 1,7 m/s
Compact band saw for spark-free cutting of metal
A light and easily portable saw. Can be mounted on stand on a
worksite. Clean-edged and precise cutting. Suitable for dry cutting
without lubrication. Cuts pipes of up to 120 mm, blade cutting
speed can be adjusted between 1 and 1,7 m/s.

Product Features

 Compact and lightweight design

Barcode

88381061681

Product Specifications

Capacity 90° 120 x 120 mm
Vibration Level (3 axes), Cutting Sheet Metal 2,5 m/s²
Blade rapidity 1,0-1,7 m/s
Vibration Level (3 axes), Cutting Chipboard 2,5 m/s²
Power Supply Cord 2,5 m
Product Dimensions (L x W x H): 508 x 188 x 256 mm
Vibration Uncertainty (K Factor) 1,5 m/s²
Continuous Input Power 710 W
Max. Log Diameter 120 mm
Sound Pressure Level 86 dB(A)
Noise Uncertainty (K Factor) 3 dB(A)
Blade Size 13 x 0,5 x 1140 mm
Max. Cutting Capacity in Steel Pipe 120 mm
Tool Category Sawing
Product net weight (new) 5,7 kg
Sound Power Level (LWA) 98 dB(A)

More info

https://makita.ae/product/portable-band-saw-2107fk/


