% 2026-02-07 07:32:38
V77710, dbds

Portable Bandsaw XGT

PB002GM201

40V MAX XGT * 127 mm « 0 - 3,2 m/s

Powerful XGT® Battery powered Bandsaw

Efficient portable bandsaw for spark-free metal cutting. With high
cutting speed you get high cutting efficiency. Powerful BL motor
enables the high cutting speed.

Product Specifications

Blade rapidity 0-3,2m/s

Cutting Capacity Mild Steel (up to 400N/mm?) 127 x 127 mm

Tool weight with battery (EPTA) 6,6 - 7,8 kg

Battery Chemistry (Ni-Cd / Ni-MH / Li-ion) Li-ion

Battery Voltage 40V

Brushless Motor YES

Sound Pressure Level 78 dB(A)

Product Dimensions (L x W x H): 510 x 218 x 314 mm
Vibration Uncertainty (K Factor) 1,5 m/s?

Max. Log Diameter 127 mm

Product net weight (new) 5,9 kg

System XGT 40Vmax/80V max
Vibration Level (3 axes) < 2,5 m/s?

Voltage XGT 1

Blade Size 13 x0,5x 1140 mm
Noise Uncertainty (K Factor) 3 dB(A)

Max. Cutting Capacity in Steel Pipe 127 mm

Tool Category Sawing

Standard Equipment
® 1pc DC40RA Fast Charger

® 2pcs x BL4040 (4.0Ah) 40V MAX XGT Battery

® Plastic Case

More info

https://makita.ae/product/portable-bandsaw-xgt-pb002gm201/




