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Power Scraper LXT

DHK180ZJ
Product Description

18V LXT • SDS-PLUS • 3.1 J
Chiseling and tapping conveniently with a cordless machine
18V power scraper with AVT vibration damping for chiseling and
tapping. The machine uses SDS-Plus blades. The machine produces
a force of 3,1 J. The chisel can be set in 12 different positions and
the stroke is adjustable between 0 and 3200 min-1. Tool only,
battery and charger not included.

Product Features

 Supplied without bits
 The chisel can be set in 12 different positions
 AVT (Anti-Vibration Technology) ensures extra-low vibration performance
 Variable speed control dial enables user to match the speed to the application
 Battery protection circuit protects against overloading, over-discharging and over-heating

Barcode

88381891431

Product Specifications

Tool weight with battery (EPTA) 3,3 – 3,6 kg
Brushless Motor YES
Battery Voltage 18 V
Sound Pressure Level 83 dB(A)
Product Dimensions (L x W x H): 368 x 99 x 211 mm
Vibration: Chiselling 5,7 m/s²
Impacts per Minute (IPM) 0 - 3200 min⁻¹
Sound Power Level (LWA) 94 dB(A)
Voltage LXT 1
Product net weight (new) 2,8 kg
System LXT 18V/36V
Impact Energy 3,1 J
Vibration Uncertainty (K Factor) 1,5 m/s²
Noise Uncertainty (K Factor) 3 dB(A)
Adapted for SDS-PLUS bits 1

Standard Equipment

 Sold without Battery or Charger



More info

https://makita.ae/product/power-scraper-lxt-dhk180zj/


