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Stapler LXT

DST221Z
Product Description

18V LXT • 10 mm • 10 – 22 mm
Suitable for quick and easy fixing of MDF roofing panels and
other construction materials
An 18V battery-operated stapler for quick and easy fixing of
construction plastics and other materials. Ideal for fixing of MDF
roofing panels. Approx. 3 000 staples per battery charge. Tool only,
battery and charger not included.

Product Features

 The rubber coating on the handle ensures a firm working grip
 Battery protection system automatically shuts off power when the battery level is low

Barcode

88381677127

Product Specifications

Staple Crown Width 10 mm
Staple Wire Section 0,6 x 1,2 mm
Tool weight with battery (EPTA) 2,1 - 2,4 kg
Battery Voltage 18 V
Sound Pressure Level 93 dB(A)
Fastener Gauge 0,6 x 1,2 Ga
Product Dimensions (L x W x H): 251 x 91 x 212 mm
Nail Length 7-10 mm
Vibration Uncertainty (K Factor) 1,5 m/s²
Staple measures 10 x 10 - 22 mm
Vibration Level (3 axes) ≤ 3,5 m/s²
Sound Power Level (LWA) 93 dB(A)
Voltage LXT 1
Staple range 7-10 mm
System LXT 18V/36V
Product net weight (new) 1,7 kg
Noise Uncertainty (K Factor) 3 dB(A)
Fastener Magazine Capacity 98
Tool Category Fastening and Fixing

Standard Equipment

 Sold without Battery or Charger



More info

https://makita.ae/product/stapler-lxt-dst221z/


